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Subject to technical modifications as required by products improvements (Version 01/2008)

The Autopsy table is mounted on a center support column and can be rotated to the right and the 
left by approx. 180°; The Autopsy table is entirely made of stainless steel (material no. 1.4301 - 
ANSI 304). The work surface features a high, profiled surround and a seamlessly welded basin is 
affixed to the end of the table. The table top is equipped with sound-proofing and features a nega-
tive inclination arranged diagonally to the drain. All power connections are built into the base. The 
Autopsy table ST 10/200 model includes the following features:

•	 Central	support	column	with	one	access	doors
•	 Rotating	right	/	left	side	approx.	180°
•	 High-speed	clamping	grip	to	fixed	the	rotary
•	 Basin	W/D/H	400	x	500	x	200	mm
•	 2“	Outlet	with	strainer
•	 Knee-operated	mixing	tap	for	cold	and	warm	water
•	 3	m	shower	hose	with	hand	sprinkler
•	 2	splash	proof	electrical	outlets
•	 Electrical	and	water	connections	are	preinstalled

Technical Data:

Dimensions	W/D//H:	 2600	x	850	x	850	mm
Voltage:	 	 230	Volt	/	1	Ph	/	50	Hz
Carrying	capacity:	 max.	200	kg
Typ:  ST 10/200
Article No.:  010.010.200

Autopsy table ST 10/200
Rotating

Model ST 10/100 with additional tap beside the basin
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