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Subject to technical modifications as required by products improvements (Version 01/2008)

Wall mounted sink TD-S 5

The table is made completely of stainless steel (material no. 1.4301). The supporting surface 
features a high, profiled surround and a seamlessly integrated basin 600 x 500 x 300 mm. Basin 
with electrical build in ¾ HP duty disposer and air-switch for safty working. Left side with a perfo-
rated working surface integrated sprinkler system with adjustable valve for bath sanitation loca-
ted underneath the perforated working plates. Air flow travels over the entire working area and is 
vacuumed out underneath, which provieds optimal removal of unsanitary vapours. Backside of the 
table with build-in illumination. Mixing tap with detachable cold and hot water shower. The table is to 
be connected to a side-mounted ventilation system with a capacity of approx. 500 m³/h and is fully 
plumbed and wired ready for installation.

Technical Data see back page
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Subject to technical modifications as required by products improvements (Version 01/2008)

Wall mounted sink TD-S 5

Technical Data:

Dimensions W/D/H: 2150 x 750 x 400 / 1100 mm
Voltage: 230 Volt / 1 Ph / 50 Hz
Exhaust Air capacity: approx. 500 m³/h
Exhaust duct diameter: 200 mm
Type: TDS-5
Article-No.: 010.012.600

Wall mounted sink with mobile autopsy table WT 10/655

Perforated working surface

Extentable mixing tap

shane
New Sticker


